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NOTES:
1. INTERPRET DRAWING PER ANSI Y14.5M-1994.
2. ELECTRICAL SPECIFICATIONS:

2.1. CAPACITANCE RANGE: 0.8 [pF] TO 20.0 [pF].
2.2. DC WORKING VOLTAGE AT 20.0 [pF]: 2000 [VOLTS].

    2.3. DC WITHSTANDING VOLTAGE AT 20.0 [pF]: 4000 [VOLTS].
  2.4. Q FACTOR AT 100 [MHz] AND 20.0 [pF]: 3000 MIN.
  2.5. INSULATION RESISTANCE: 10^6 [MEGAOHMS] AT 25°C.

2.6. TEMPERATURE COEFFICIENT 0 ± 100 [PPM/°C].
3. MECHANICAL SPECIFICATIONS:

 3.1. TUNING TORQUE: 0.5 [in·oz] TO 5.0 [in·oz].
3.2. ROTATIONAL LIFE: 600 TURNS MIN.
3.3. CONSTRUCTION: STANDARD SEALED CONSTRUCTION.

4. ENVIRONMENTAL:
 4.1. OPERATING TEMPERATURE: -65°C TO +125°C. 

4.2. VIBRATION: 50g AT 10-2000[Hz].
4.3. SHOCK: 1500g BY 0.5 [MILLISECONDS].
4.4. GROSS LEAK: 40 [PSI] MIN.
4.5. RoHS COMPLAINT.
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