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IME- SERIES ASSEMBLY INSTRUCTIONS FOR
ISP SERIES SIDE PANEL
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MANUFACTURINGTM

ELECTRONICS GROUP

visit our website @ www.hammondmfg.com

ITEM No. DESCRIPTION QTY
1 ISP SIDE PANEL 2
2 1/4-20 FLAT HD SCREWS 8
3 1/4-20 J CLIP 8

PARTS LIST

  0.75

.5

Alignment pins
for holes on
panel bottom flange
See STEP B

Alignment holes
2 places see STEP B

Note:  Panels can be mounted on
           both sides of rack or to
           close off ends of ganged
           enclosures

1

2

3
Internal flanges
on side gasketed
see STEP A

1/4-20 "J" clip short
shoe to outside see

STEP A

IME series
enclosure see
STEP A & C

#2 Phillips
Screw Driver

Utility Knife

ASSEMBLY INSTRUCTIONS:

A)  Before installing side panel (item 1) notch gasket around
      mounting holes on IME frame as per dimensions above and
      install “J” clip (item 3) with short shoe on outside.

B)  Install side panel by locating on alignment pins on bottom panel.

C)  Secure side panel through screw holes in panel and “J” clips in
      IME side frame using 1/4-20 screws (item 2) supplied.


